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STEP 1: FITTING THE BRACKETS

The bracket positions illustrated are for a blind 
with the control chain on the right. For a blind with 
control chain on the left, the brackets should be at 
opposite ends. The brackets can be fixed to any flat 
surface above (top fix), behind (face fix) or to the 
side (side fix) of the blind. 

To calculate the spacing needed between the 
brackets add 35mm to the width of the blind fabric. 
Fix the brackets so that the outsides of the brackets 
are this distance apart. The brackets must be level 
to ensure the smooth operation of the blind.

STEP 2: FITTING THE BLIND

For standard roll hold the blind to the brackets 
with the fabric hanging from the back of the blind. 
For reverse roll hold the blind to the brackets with 
fabric hanging from the front of the blind.

Place the spring plunger into the circular hole on 
the bracket so that the spring plunger depresses, 
this allows the control mechanism to fit within the 
cross shaped hole on the other bracket. Once in 
position move the locating hook downwards slightly 
so that it firmly connects with the bracket.

ROLLER BLIND

HOW TO CORRECT FABRIC RUN OFF

Step 1: The illustration shows the fabric running off 
from the right hand side of the blind.

Step 2: To correct this, simply stick a small (30mm) 
strip of masking tape to the aluminium tube at the 
opposite end.

Step 3: Fully wind the blind up. Repeat step 2 until 
the fabric is no longer running off.

STEP 3: MAKE IT SAFE

This blind contains two breakaway connectors on the chain for child safety.

Once installed the bottom of the control chain must be at least 600mm from 
the floor.

• Headrails shall not be installed less than 1.5m from the floor

• The accumulation system shall be installed as close to the headrail as possible        
   and in all cases not less than 1.5m from the floor.

Young children can be strangled by loops in pull cords, chains 
tapes and inner cords that operate the product. To avoid 
strangulation and entanglement, keep cords out of the reach 
of young children. Cords may become wrapped around a 
child’s neck. Move beds, cots and furniture away from window 
covering cords. Do not tie cords together. Make sure cords do 
not twist and create a loop.

MAKE IT SAFE



STEP 1: INSTALLING THE HEADRAIL

Top fixing - Fix brackets to the ceiling or under 
side of the recess allowing at least 50mm from the 
wall or window frame to avoid the louvres catching. 
The remaining brackets should be spaced evenly 
between the two outer brackets. We recommend 
that the brackets are no further than 600mm apart.

Tilt and hook the front of the headrail into the 
brackets. Push the headrail up into the spring 
bracket until it clicks and holds in position.  
To release the headrail push the tab at the back  
of the bracket up.

STEP 2: HANGING THE LOUVRES

• Turn the controls until the hooks on the headrail are at right angles to the window. 

• Hang the louvres on the hooks, keeping all seams facing the same direction. 

• Attach the connecting chain by sliding the clip on to the weight post.

VERTICAL BLIND

Face fixing - Fix brackets to the wall or window 
frame at the desired height allowing at least 
50mm from the end of the headrail. The remaining 
brackets should be spaced evenly between the  
two outer brackets. We recommend that the 
brackets are no further than 600mm apart.

Tilt and hook the back of the headrail into the 
brackets. Push the headrail up so that the top  
of the headrail is now flush with the inside of  
the brackets and tighten the screw to lock the 
headrail into place.

STEP 3: MAKE IT SAFE

This blind contains a tensioning device for child safety. The tensioning device 
must be securely fixed to the wall or recess adjacent to the blind and out of 
reach of children. The chain and cord must be secured under tension as shown.

• Headrails shall not be installed less than 1.5m from the floor

• The accumulation system shall be installed as close to the headrail as possible      
  and in all cases not less than 1.5m from the floor.

Young children can be strangled by loops in pull cords, chains 
tapes and inner cords that operate the product. To avoid 
strangulation and entanglement, keep cords out of the reach 
of young children. Cords may become wrapped around a 
child’s neck. Move beds, cots and furniture away from window 
covering cords. Do not tie cords together. Make sure cords do 
not twist and create a loop.

MAKE IT SAFE



STEP 1: FITTING THE BRACKETS

The box brackets provided can be fixed to any flat surface above (top fix), behind (face fix) or to the side 
(side fix) of the blind. Wider blinds are supplied with support brackets that can be top or faced fixed. These 
should be positioned to the centre of the window area, in line with the box brackets. Make sure that the 
position of the support brackets is at least 50mm from the ladder cord mechanisms in the headrail.

PRIVACY & HOLLYWOOD BLINDS

STEP 2: FITTING THE BLINDS

Once the brackets have been installed, open the 
hinged door of the box brackets and slot the 
headrail in to them and the support brackets if 
necessary. Close the hinged door of the brackets to 
secure the blind in position, there will be an audible 
click when the door has been closed fully.

STEP 3: ATTACHING THE VALANCE

Attach the adjustable valance clip plugs into the 
channel on the back of the valance and then hook 
the valance receptors to the headrail (if installing 
the blind within a recess, this should be done before 
Step 2). The clip plugs and receptors should be 
in corresponding positions on the valance and 
headrail. Align the two clips with each other and 
apply gentle pressure to the front of the valance, 
directly over the clips to click them together.

STEP 4: ADDITIONAL ITEMS

Hold down clips - These allow the bottom bar to be 
pinned in place if you mount the blind onto a door. 
They are not required for window installations.

This blind contains two child safety devices; a cord consolidator and an accumulation 

device. The accumulation device must be securely fixed to the wall or recess adjacent to 

the blind and out of reach of children.  The cord must be secured as shown after each 

operation of the blind.

• Headrails shall not be installed less than 1.5m from the floor

• The accumulation system shall be installed as close to the headrail as possible and in all   

   cases not less than 1.5m from the floor.

STEP 3: MAKE IT SAFE

Young children can be strangled by loops in pull cords, chains 
tapes and inner cords that operate the product. To avoid 
strangulation and entanglement, keep cords out of the reach 
of young children. Cords may become wrapped around a 
child’s neck. Move beds, cots and furniture away from window 
covering cords. Do not tie cords together. Make sure cords do 
not twist and create a loop.

MAKE IT SAFE



STEP 1: POSITIONING

STYLE WOOD & SYNERGY BLINDS

Place the blind in the 
fitting position and 
tilt forward so that 
you can see inside the 
headrail. The brackets 
must be positioned 
at least 50mm away 
from the ladder cord 
mechanisms.

STEP 2: FITTING THE BRACKETS

Top fixing - For fitting the blind to the upper 
section of a recess or to the ceiling, the bracket 
sits directly above the blind. Measure the distance 
that any handles protrude from the window frame. 
Mark this measurement on the lintel and use it to 
position the back of the bracket. Mark the position 
of the holes and fix the bracket to the lintel with the 
screws provided.

NB: Rawl plugs will be required if you are fitting the 
brackets to a concrete or plaster board lintel.

Face fixing - For fitting the blind to a wall or 
window frame, the bracket sits directly behind  
the blind. Position the bracket with the swing arm 
facing directly towards you. Mark the position of 
the holes and fix the bracket into place using the 
screws provided.

NB: Rawl plugs will be required if you are fitting  
the brackets directly to the wall.

STEP 3: FITTING THE BLIND

Push the swing arm anti-clockwise as far as it will 
go. Place the front edge lip of the headrail onto 
the lip of the bracket and push the headrail up and 
back until it is level. 

Push the swing arm clockwise until it locks into 
place firmly holding the headrail.

STEP 3: MAKE IT SAFE

This blind contains an accumulation device for child safety. The accumulation 
device must be securely fixed to the wall or recess adjacent to the blind and out 
of reach of children. The cord must be secured as shown after each operation 
of the blind.

• Headrails shall not be installed less than 1.5m from the floor

• The accumulation system shall be installed as close to the headrail as possible  
   and in all cases not less than 1.5m from the floor.

Young children can be strangled by loops in pull cords, chains 
tapes and inner cords that operate the product. To avoid 
strangulation and entanglement, keep cords out of the reach 
of young children. Cords may become wrapped around a 
child’s neck. Move beds, cots and furniture away from window 
covering cords. Do not tie cords together. Make sure cords do 
not twist and create a loop.

MAKE IT SAFE



Young children can be strangled by loops in pull cords, chains 
tapes and inner cords that operate the product. To avoid 
strangulation and entanglement, keep cords out of the reach 
of young children. Cords may become wrapped around a 
child’s neck. Move beds, cots and furniture away from window 
covering cords. Do not tie cords together. Make sure cords do 
not twist and create a loop.

MAKE IT SAFE

STEP 1: POSITIONING

ALUMINIUM VENETIAN BLIND

STEP 2: FITTING THE BRACKETS

Top fixing - For fitting the blind to the upper 
section of a recess or to the ceiling, the bracket 
sits directly above the blind. Measure the distance 
that any handles protrude from the window frame. 
Mark this measurement on the lintel and use it to 
position the back of the bracket. Mark the position 
of the holes and fix the bracket to the lintel with the 
screws provided.

NB: Rawl plugs will be required if you are fitting the 
brackets to a concrete or plaster board lintel.

Face fixing - For fitting the blind to a wall or 
window frame, the bracket sits directly behind  
the blind. Position the bracket with the swing arm 
facing directly towards you. Mark the position of 
the holes and fix the bracket into place using the 
screws provided.

NB: Rawl plugs will be required if you are fitting the 
brackets directly to the wall.

STEP 3: FITTING THE BLIND

Push the swing arm clockwise as far as it will go. 
Place the front edge lip of the headrail onto the lip 
of the bracket and push the headrail up and back 
until it is level.

Push the swing arm anti-clockwise until it locks into 
place, firmly holding the blind headrail.

Place the blind in the 
fitting position and 
tilt forward so that 
you can see inside the 
headrail. The brackets 
must be positioned 
at least 50mm away 
from the ladder cord 
mechanisms.

This blind contains two child safety devices; a cord consolidator and an 
accumulation device. The accumulation device must be securely fixed to the 
wall or recess adjacent to the blind and out of reach of children. The cord must 
be secured as shown after each operation of the blind.

• Headrails shall not be installed less than 1.5m from the floor

• The accumulation system shall be installed as close to the headrail as possible     
   and in all cases not less than 1.5m from the floor.

STEP 3: MAKE IT SAFE



CASSETTE 42 BLIND

STEP 1: INSTALLING THE HEADBOX

Top fixing - Fix brackets to the wall or window frame 
at the desired height allowing at least 50mm from 
the end of the headbox. The remaining brackets 
should be spaced evenly between the two outer 
brackets. We recommend that the brackets are no 
further than 600mm apart.

Tilt and hook the front of the headbox into the 
brackets. Push the headbox up into the spring 
bracket until it clicks and holds in position. To 
release the headbox push the tab at the back of  
the bracket up.

STEP 1: INSTALLING THE SIDE CHANNELS

Before the side channels are in situ drill a hole 
150mm from the top of the side channel and then 
another hole 150mm from the bottom. Drill a third 
hole in the centre of the side channel between the 
two outer holes.

Slot the side channels into the headbox, making 
sure that these are fitted onto the correct sides, and 
use a spirit level to check that they are completely 
vertical. Then drill the side channels into position.

Young children can be strangled by loops in pull cords, chains 
tapes and inner cords that operate the product. To avoid 
strangulation and entanglement, keep cords out of the reach 
of young children. Cords may become wrapped around a 
child’s neck. Move beds, cots and furniture away from window 
covering cords. Do not tie cords together. Make sure cords do 
not twist and create a loop.

MAKE IT SAFE

STEP 3: MAKE IT SAFE

This blind contains a tensioning device for child safety. The tensioning device 
must be securely fixed to the wall or recess adjacent to the blind and out of 
reach of children. The cord must be secured under tension as shown. Once 
installed the bottom of the control chain must be at least 600mm from the 
floor.

• Headrails shall not be installed less than 1.5m from the floor

• The accumulation system shall be installed as close to the headrail as possible  
   and in all cases not less than 1.5m from the floor.



TECNOBOX BLIND

STEP 1: FITTING THE BRACKETS

Carefully align the headbox into the brackets 
as shown. When aligned, push the headbox 
into position on the bracket and secure with 
plastic insert.

STEP 2: INSTALLING THE HEADBOX

Young children can be strangled by loops in pull cords, chains 
tapes and inner cords that operate the product. To avoid 
strangulation and entanglement, keep cords out of the reach 
of young children. Cords may become wrapped around a 
child’s neck. Move beds, cots and furniture away from window 
covering cords. Do not tie cords together. Make sure cords do 
not twist and create a loop.

MAKE IT SAFE

STEP 3: MAKE IT SAFE

This blind contains two breakaway connectors on the chain for child safety. 
Once installed the bottom of the control chain must be at least 600mm from 
the floor.

• Headrails shall not be installed less than 1.5m from the floor

• The accumulation system shall be installed as close to the headrail as possible  
   and in all cases not less than 1.5m from the floor.

Top fixing - Fix brackets to the wall or window frame 
at the desired height allowing at least 50mm from 
the end of the headbox. The remaining brackets 
should be spaced evenly between the two outer 
brackets. We recommend that the brackets are no 
further than 600mm apart.

Face fixing - For fitting the blind to a wall or window 
frame, the bracket sits directly behind  
the blind. Mark the position of the holes and fix the 
bracket into place using the screws provided.



Young children can be strangled by loops in pull cords, chains 
tapes and inner cords that operate the product. To avoid 
strangulation and entanglement, keep cords out of the reach 
of young children. Cords may become wrapped around a 
child’s neck. Move beds, cots and furniture away from window 
covering cords. Do not tie cords together. Make sure cords do 
not twist and create a loop.

MAKE IT SAFE

INSPIRATION BLIND 

STEP 1: FITTING THE BRACKETS

STEP 2: INSTALLING THE HEADBOX

STEP 3: MAKE IT SAFE

This blind contains a tensioning device for child safety. The tensioning device 
must be securely fixed to the wall or recess adjacent to the blind and out of 
reach of children. The chain must be secured under tension as shown.

• Headrails shall not be installed less than 1.5m from the floor

• The accumulation system shall be installed as close to the headrail as possible  
   and in all cases not less than 1.5m from the floor.

Top fixing - Fix brackets allowing at least 50mm from 
the end of the headbox. The remaining brackets 
should be spaced evenly between the two outer 
brackets. We recommend that the brackets are no 
further than 600mm apart.

Carefully align the headbox into the brackets. 
When aligned, push the headbox into 
position on the bracket until the spring 
loaded attachment locks into position.

To remove, simply depress the tab to release 
the headbox.

Face fixing - For fitting the blind to a wall or window 
frame, the bracket sits directly behind  
the blind. Mark the position of the holes and fix the 
bracket into place using the screws provided..

Release tab



Young children can be strangled by loops in pull cords, chains 
tapes and inner cords that operate the product. To avoid 
strangulation and entanglement, keep cords out of the reach 
of young children. Cords may become wrapped around a 
child’s neck. Move beds, cots and furniture away from window 
covering cords. Do not tie cords together. Make sure cords do 
not twist and create a loop.

MAKE IT SAFE

BOTTOM UP ROLLER BLIND

STEP 1: FITTING THE BRACKETS

STEP 2: INSTALLING THE HEADBOX

STEP 3: MAKE IT SAFE

Fix brackets allowing at 
least 50mm from the 
end of the fixing rail. 
The remaining brackets 
should be spaced evenly 
between the two outer 
brackets. We recommend 
that the brackets are 
no further than 600mm 
apart.

Carefully align the fixing rail into the brackets. 
When aligned, push the headbox into position 
on the bracket until the spring loaded 
attachment locks into position. Attach pulleys 
onto upper recess. Feed the pull cords through 
the pulleys. 

To remove fixing rail simply remove the cord 
from the pulleys, depress the tab to release the 
headbox and lift the blind away.

This blind contains an accumulation device for child safety. The accumulation 
device must be securely fixed to the wall or recess adjacent to the blind and out 
of reach of children. The cord must be secured as shown after each operation 
of the blind.

• Headrails shall not be installed less than 1.5m from the floor

• The accumulation system shall be installed as close to the headrail as possible  
   and in all cases not less than 1.5m from the floor.



STEP 1: FITTING THE BRACKETS

The bracket positions illustrated are for a blind 
with the control chain on the right. For a blind with 
control chain on the left, the brackets should be at 
opposite ends. The brackets can be fixed to any flat 
surface above (top fix), behind (face fix) or to the 
side (side fix) of the blind. 

To calculate the spacing needed between the 
brackets add 35mm to the width of the blind fabric. 
Fix the brackets so that the outsides of the brackets 
are this distance apart. The brackets must be level 
to ensure the smooth operation of the blind.

STEP 2: FITTING THE BLIND

For standard roll hold the blind to the brackets 
with the fabric hanging from the back of the blind. 
For reverse roll hold the blind to the brackets with 
fabric hanging from the front of the blind.

Place the spring plunger into the circular hole on 
the bracket so that the spring plunger depresses, 
this allows the control mechanism to fit within the 
cross shaped hole on the other bracket. Once in 
position move the locating hook downwards slightly 
so that it firmly connects with the bracket.

ROLLER BLIND

HOW TO CORRECT FABRIC RUN OFF

Step 1: The illustration shows the fabric running off 
from the right hand side of the blind.

Step 2: To correct this, simply stick a small (30mm) 
strip of masking tape to the aluminium tube at the 
opposite end.

Step 3: Fully wind the blind up. Repeat step 2 until 
the fabric is no longer running off.

Young children can be strangled by loops in pull cords, chains 
tapes and inner cords that operate the product. To avoid 
strangulation and entanglement, keep cords out of the reach 
of young children. Cords may become wrapped around a 
child’s neck. Move beds, cots and furniture away from window 
covering cords. Do not tie cords together. Make sure cords do 
not twist and create a loop.

MAKE IT SAFE

STEP 3: MAKE IT SAFE

This blind contains a tensioning device for child safety. The tensioning device 
must be securely fixed to the wall or recess adjacent to the blind and out of 
reach of children. The chain must be secured under tension as shown.

• Headrails shall not be installed less than 1.5m from the floor

• The accumulation system shall be installed as close to the headrail as possible  
   and in all cases not less than 1.5m from the floor.



TECNOBOX BLIND

STEP 1: FITTING THE BRACKETS

Carefully align the headbox into the brackets 
as shown. When aligned, push the headbox 
into position on the bracket and secure with 
plastic insert.

STEP 2: INSTALLING THE HEADBOX

Young children can be strangled by loops in pull cords, chains 
tapes and inner cords that operate the product. To avoid 
strangulation and entanglement, keep cords out of the reach 
of young children. Cords may become wrapped around a 
child’s neck. Move beds, cots and furniture away from window 
covering cords. Do not tie cords together. Make sure cords do 
not twist and create a loop.

MAKE IT SAFE

Top fixing - Fix brackets to the wall or window frame 
at the desired height allowing at least 50mm from 
the end of the headbox. The remaining brackets 
should be spaced evenly between the two outer 
brackets. We recommend that the brackets are no 
further than 600mm apart.

Face fixing - For fitting the blind to a wall or window 
frame, the bracket sits directly behind  
the blind. Mark the position of the holes and fix the 
bracket into place using the screws provided.

STEP 3: MAKE IT SAFE

This blind contains a tensioning device for child safety. The tensioning device 
must be securely fixed to the wall or recess adjacent to the blind and out of 
reach of children. The chain must be secured under tension as shown.

• Headrails shall not be installed less than 1.5m from the floor

• The accumulation system shall be installed as close to the headrail as possible  
   and in all cases not less than 1.5m from the floor.


